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GENERAL NOTES

- ALL TRAFFIC SIGNAL FOUNDATIONS SHALL BE INSTALLED AT THE

FINAL SIDEWALK OR CURB GRADE FOR CLOSED SECTIONS.
ROADWAY PROFILE GRADE FOR OPEN SECTIONS.,

AS SPECIFIED IN MD 816.03., MD 818.01,

MD 818.02. MD 8

HIGHEST
TO MEET CLEARANCES

18.04.

THE CONTRACTOR SHALL VERIFY ULTIMATE GRADES PRIGCR TO THE

INSTALLATION OF ALL SIGNAL EQUIPMENT.

. THE CONTRACTOR SHALL VERIFY ALL UNDERGROUND UTILITIES PRIOR TO
IF ANY UTILITIY CONFLICTS
SHOULD ARISE THE CONTRACTOR SHALL CONTACT THE PROJECT ENGINEER.

INSTALLING PROPOSED SIGNAL EQUIPMENT.

TO INSTALLATION.

. THE CONTRACTOR SHALL VERIFY ALL PROPOSED POLE LGCATIONS PRIOR

ALL EXISTING TRAFFIC SIGNAL EQUIPMENT REMOVED SHALL BECOME THE
PROPERTY OF THE SIGNAL CONTRACTOR UPON COMPLETIGON GOF THE NEW SIGNAL.
THE CONTRACTOR SHALL BE RESPONSIBLE FOR TERMINATING ALL SIGNAL
CABLE TO THE APPROPRIATE TERMINALS AND PROPERLY LABEL EACH CABLE.
REMOVE AND DISPOSE OF ALL UNUSED SIGNAL CABLE.
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STATE OF MARYLAND
DEPARTMENT OF TRANSPORTATION
STATE HIGHWAY ADMINISTRATION

OFFICE OF TRAFFIC & SAFETY
TRAFFIC ENGINEERING DESIGN DIVISION

MD 24 (Vietnam Veterans Memorial Highway) and Boulton Street
Bel Air, MD
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SPECIAL NOTE:

DISCONNECT EXISTING ELECTRICAL CABLE FROM EXISTING

SIGNAL HEADS TO BE REMOVED AND RE—CONNECT TO PROPOSED

SIGNAL HEADS. ANY SIGNAL OUTAGE SHALL BE SCHEDULED
DURING NON-PEAK HOURS AS DIRECTED BY THE ENGINEER.
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INSTALL NEW RED LIGHT CAMERA
EQUIPMENT
CONTRACT NO. BW936ME2 1/15/10
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INSTALL COUNDOWN AND AUDIBLE
PEDESTRIAN SIGNALS
CONTRACT NO. ATT825185 12/7/07
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